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Ersteller: 16.09.2020

Montagekombination
Mounting 1107096Artikel-Nr.:

Neukötter Z-Index: 01
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ca. 410 mm

PA Pyrometer

Befestigungsschelle PZ 20/L AF2
Clamping collar PZ 20/L AF2

nr./no. 561541

Schwenkspiegel PZ 20/X AF5
Oscillating mirror PZ 20/X AF5

nr./no. 561630

Zwischenrohr PZ 20/J
Intermediate tube PZ 20/J

nr./no. 514814

ca. 150 mm
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17 mm

ZnS-Schutzscheibe PZ 10/I AF3
Zns window PZ 10/I AF3

nr. / no. 515166

Kabel
cable

Kabel
cable

Gewicht: 
Weight:

3.330 Kg
3.330 Kg

Anbauflansch PZ 40/D
Mounting flange PZ 40/D

nr./no. 515165

Axialluftdüse PZ 20/A AF1
Air purge PZ 20/A AF1

nr./no. 561176

65M x2
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Schwenkwinkel
Scan angle       

29 mm
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Keller HCW GmbH 
Infrared Temperature Solutions (ITS) 
Carl-Keller-Straße 2 - 10 
49479 Ibbenbüren-Laggenbeck 
Germany

 
www.keller.de/its 
Tel. +49 (0) 5451 850 
Fax +49 (0) 5451 85412 
its@keller.de

•

 Headquarters

  Sales and Service Center

  Sales abroad

 Distributor

 INOR Transmitter Oy 
Unikkotie 13 
FI-01300 Vantaa 
Puhelin +358 10 4217900 
Faksi +358 10 4217901 
myynti@inor.fi
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